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10.16 DISPLAY

STEPS:

Under the state of the initial
picture, press MENU key forlong,

access the main menu.

4 A
Press UP/DOWN key select the FUNC
SETTING menus, and press MENU key
for short into next submenu.

\ J

b

~N
Press UP/DOWN key select the DISPLAY
menus, and press MENU key for short

into next submenu.
o /

e N
Press the UP or DOWM key to select

the TEST (ON or OFF).
\ s

b

4 N

Press MENU or EXIT key return
last menu.

\ s

10.17 TRAINER

STEPS:

Under the state of the initial j

picture, press MENU key forlong
access the main menu.

bt

Press UP/DOWN key select the FL\I]
y

SETTING menus, and press MENU ke
for short into next submenu.

Press UP/DOWN key choose TRAINER menu,
press MENU key for short and enter the
page to establish.

Press UP/DOWN key to choose the TRAINER screen]
Press “+”or”-" key to change the
select Cl [ANNEL(\IORM or FUNC).

4

Press MENU key for short to keej

result and return last menu.
press EXIT key for ihovt to not
keep and treurn to last menu
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DISPLAY:
Display radio’ s output to channels 1-8.

The servo submenu includes two features:
Real-tune bar-graph display to demonstrate e-
xactly what commands the transmitter is sending
to the servos. (This can be particularly handy
in setting up models with complicated mixing
functions, because the results of each stick,
lever, knob, switch input and delay circuit may
be immediately seen.)

Servo cycle function to help locate servo problens
prior to in—-flight failures.

Press the UP or DOWM key to select the TEST(ON or OFF).
Press the MENU key to return last menu.
Press the EXIT key to return last menu.
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TRAINER:

For training novice pilots with optional trainer
cord connecting 2 transmitters.The instructor
has several levels of controllability.

NORM:When the trainer switch is ON, the channel
set to this mode can be controlled by the student.
The set channel is controlled according to any
programming set at the student’s transmitter.

FUNC:When the trainer switch is ON, the channde
set to this mode can be controlled by student,

controlled according to any mixing set at the
instructor’s transmitter.

Press the UP or DOWM key to select the TRAINER
screen,

Press "+”or”-" key to change the select channel
NORM or FUNC).

Press the MENU key to save and return last menu.
Press the EXIT key to not keep and return last
menu.
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10.18 FLAPERON

MULTI-DATA COMPUTERIZIED DISPLAY

STEPS:

Under the state of the initial
picture, press MENU key forlong,
access the main menu.

3 2

o
Press UP/DOWN key select the FUNC @FE (€  DIGITALPROPOTIONAL RADIO CONTROL SYSTEM
SETTING menus, and press MENU key
for short into next submenu.
Press UP/DOWN key select the FLAPERON FLAPERON:
menus,and press MENU key .. .
for short into next submenu. The FLAPERON mixing function uses one servo on each of
— the two ailerons,and uses them for both aileron and flap

b 4 fuction. For flap effect, the ailerons raise/lower simultaneously.
Press the UP or DOWM key to select Qf course,aileron function(moving in opposite directions)
the HELT screen. is also performed.
Press “+”or”-" key to change the
select value.

. Press the UP or DOWM key to select the

A FLAPERON screen.

” »

Press MENU key for short to keep Press the "+”7or”-" key to change the select
resultand return last menu. Press FLAPERON volue.
EXIT key to not keep and return
last menu. Press the MENU key to save and return

last menu
Press the EXIT key to not keep and re—
turn last menu

10.19 ELEVON

MULTI-DATA COMPUTERIZIED DISPLAY

Under the state of the initial éd
picture, press MENU key forlong, w2l
access the main menu. "o

@ FE C€ DIGITAL PROPOTIONAL RADIO CONTROL SYSTEM

b

>ress UP/DOWN key select the FUNC
SETTING menus, and press MENU key

for short into next submenu.

— ELEVON:
b o Used with delta wings flying wings and other tailless
Press UP/DOWN key select the ELEV aircraft that combine aileron and elevator functions
?N menus, and press MENU  key using two servos one on each elevon. The aileron/elevator
or short into next submenu. . .
responses of each servo can be adjusted independently ,
y = This is also popular for ground model use such as tanks
Press the UP or DOWM key to select vhich drive two motors together for forward and one
the ELEVON screen. motor forward/one backward for turning.
- Adjustability:
Requires use of CHI and Ch2
Press “+”or”~" key to change the Independently adjustable aileron travel allows
select volue. aileron differential.
Independently adjustable elevator travel allows
for differential in up vs down travel.
Press MENU key for short to keep Press the UP or DOWM key to select the ELEVON screen.
resultand return last menu. Press ”on »on
EXIT key go not keep and return Press "+”or”-=" key to change the select ELEVON
last menu. VOer.

Press the MENU key to return last menu.
Press the EXIT key to return last menu.
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10.20 AUX-CH

STEPS:

h

Press UP/DOWN key select the FUNC
SETTING menus, and press MENU key

for short into next submenu.

ot

Press UP/DOWN key select the AUX—
CH menus,and press MENU key

for short into next submenu.

o

E‘ress UP/DOWN key to choose the AUX-CH screen.

Under the state of the initial
picture, press MENU key forlong,
access the main menu.

a4

Press "+”or”-" key to select input
channels.

b

[Press MENU key for short to keepj

result and return last menu.
press EXIT key for short to not
keep and treurn to last menu
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AUX-CH:

Defines the relationship between the transmi-
ttercontrols and the receiver output for cha-
nnels 5-9.Also, the ch9 servo reverse is used
to change the ch9 servo direction.

Press the UP or DOWM key to select the AUX-CH
screen.

Press "+”or”=" key to select input channels.
Press the MENU key to save and return last menu.
Press the EXIT key to not keep and return last
menu.

Note that the ch9 functions are only visible in the
AUX-CH screen when PCM modulation is selected.
The ch9 is not supported in PPM modulation.
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